
Carrier 

INVERTER 

UPTO20SEER 

Flexible Matching System 
The ultimate in cooling and heating comfort 



> 360° air flow •AutoRestart • On/off, alarm ports 
> Advantage duct design for nearby room > 3 Fan speeds • Wired controller / Weekiy controller/ 
> Easy malfunction checking - Error code on LED display > In-built drain pump Central controller ports 

I N D O O R MODEL 40QTD018DS 40QTD024DS 40QTD036DS 40QTD048DS 

CASSbl Ib PANELMODEL 40CAS-S4 40CAS-L2 40CAS-L2 40CAS-L2 

Power supply V-ph-Hz 208-230V~,50/60Hz,lPh 208-230V~, 50/60HZ, 1 Ph 208-230V~, 50/60HZ, IPh 208-230V--, 50/60Hz,1Ph 

Capacity Btu/h 18000(2700-21000) 24000(4100-28000) 36000(10000-41000) 48000(13600-50000) 

Cooling EER Btu/W 12.5 12.5 9.0 9.5 

5EER 20 20 17.5 16.8 

Heating 
Capacity Btu/h 18000(3000-24000) 24400(4100-29500) 38000(9000-45000) 50000(14300-55000) 

Heating 
COP W/W 3.2 3.2 3.0 3.1 

Minimum circuit ampacity A 15 18 30 35 

Max.fuse A 20 25 50 50 

Indoor air flow (Hi/Med/Lo) m3/h 951/821/705 1189/1082/974 1861/1628/1375 2000/1750/1450 

Indoor noise-level (sound pressure) (Hi/ 
M id/Lo) dB(A) 44/39/36 51/47/43 55/52/49 55/52/49 

Dimensión {W x Dx H) 
(body) mm 570x570x260 840x840x205 840x840x245 840x840x287 

Packing (W x Dx H) 
(body) mm 655x655x290 900x900x217 900x900x257 900x900x292 

Indoor unit 

Dimensión (W x Dx H) 
(panel) mm 647x647x50 950x950x55 950x950x55 950x950x55 

Indoor unit 
Pacl<ing (W xDxH) 
(panel) mm 715x715x123 1035x1035x90 1035x1035x90 1035x1035x90 

Net/Gross 
weight(body) kg 16.1/18.7 21/24.6'. 26.4/30 28.7/32.9 

Net/Gross weight(pan - kg 2.5/4.5 5/8 5/8 5/8 

Design pressure PSIG 550/340 PSIG 

Condénsate Drain Connection mm OD025 000)32 OD032 OD032 

Refrigerant piping Liquld side/ Gas side . mm 0635/(012.7(1/471/2") 09.52/015.9(3/875/8") 0952/015.9(3/8-/5/8") 0952/015.9(3/8"/5/8') 

Controller • ^ Remote control 

Room temperature Cooling 17- 32 

Range Heating 0-30 

Qty'per20'/40'/40'HQ 234/488/566 148/312/342 128/268/294 100/212/238 



Outdoor Units 

Double Fans Single Fan 

OUTDOOR MODELS 38QUA018DS 38QUA024DS 38QUA036DS 38QUA048DS 

Power supply V- Ph-Hz 208-230V~,50/60Hz, IPh 208-230V-, 50/60HZ, IPh 208-2307-, 50/60HZ, 1 Ph 208-230V-, 50/60HZ, IPh 

Max. fuse A 20.0 25.0 50.0 50 

Mínimum circuit ampacity A 15,0 18.0 30.0 35 

Outdoor air flow (Max.) m3/h 2500 4000 4300 7600 

Outdoor noise level dB(A) 60 61 66 62.5 

Metering Device Capillary+EXV 

Dimensión (WxDxH) mm 845x363x702 946x410x810 946x410x810 952x415x1333 

Outdoor unit Packing (WxDxH) mm 965x395x755 1090x500x875 1090x500x875 1095x495x1480 

Net/ Gross weight kg 43.2/46.5 62/67.4 67.4/73 98.6/111.6 

Refrigerant type/Quantity Oz R410A/68.8 R410 A/82.9 R410A/108 R410A/148.2 

Design pressure PSIG 550/340 

Liquid side/Gas side mm(¡nch) ©6.35/(D12.7(1/471/2") 09.52/(115.9(3/875/8") 09.52/015.9(3/8"/5/8") 09.52/015.9(3/8"/5/8") 

Refrigerant piping Max. pipe length m 30 50 65 65 

Max. difference in level m 20 25 30 30 

Ambient Cooling H -25-50 -25-50 -15-50 -15-50 

temperature Heating -25-30 -25-30 -15-30 -15-30 

Qtyper20'/40740'HQ Outdoor 102/216/216 44/96/.t44 44/96/144 22/48/48 

r 


